Tier A – Inspur NF280D
The Inspur NF280D has two Quad-Core Intel Xeon E5410 Processors and 4GB of memory. Power on the Inspur NF280D.
· Install Windows Server 2008 Standard Edition

1. As Bench machine doesn’t have DVD drive, using the dvd drive from SUT-DB for the OS installation.

2. Restart machine.

3. Put “Windows Server 2008 RTM” DVD into the disc drive to boot into the installation procedure.

4. Ignore the license input, and uncheck the automatical registration option.

5. Choose the drive to install.

6. Choose “Windows Server 2008 Standard Editition (Full installation)”

7. Follow instructions to start installation.

8. When installation is done, the NF280D will be restarted.

· Confiugure OS
1. The first time enter into Windows Server 2008 will be requested to change password, set password as “tpce.2008”
2. The “Initial Configuration Tasks” window is displayed. On the Date and Time tab set the Time Zone to GMT+08:00 Eastern Time (Beijing) [OK]
3. Switch to classic style,Right click on “Start” menu and choose “properties” item.In “Start menu” tab, choose “Classic start menu” and click “OK”.
4. Computer description, set one cumputer name as “tpce-client-1”.,another computer name as “tpce-client-2”.A message is displayed that says the server must be restarted for the change to take effect so save open files. [OK]. Still in “System Properties” “Computer Name” tab click the “Advanced” tab.

5. Configure networking –Right click “Local Area Connection” – Properties – Select “Internet Protocol Version 4 (TPC/IP.4) – [Properties], Check the radio button “Use the following IP address” enter IP address 192.168.0.71 with a subnet mask of 255.255.255.0 for tpce-client-1. [OK] . And 192.168.0.72 for tpce-client-2 .
6. In the System Properties Window change from the “Advanced” tab to the “Remote” tab.Check the radio button to “Allow connections from computers running any version of Remote Desktop”.A warning about enabling Remote Desk making the server less secure is displayed. [OK] [Close]. A message saying the computer must be restarted to apply these change is displayed. [Restart later]

7. Back in Initial Configuration Tasks window. “2 Update This Server” – “Enable automatic updating and feedback – [Manually configure settings]– Windows automatic updating [Change Setting…] – check the radio button for “Never check fo updates” – [OK]

8. Customer Experience Improvement Program – check the button “No, I don’t want to participate” – [OK] [Close]

9. Download and install updates – leave as no checking for updates

10. Windows Firewall – Change settings – Advanced tabe – Network Connections – uncheck. General tab – check the button “Off” – [Apply] [OK]
11. Right click “My Computer” – Properties – Advanced – Environment Variables – User variables for Administrator – New.... – variable name[ TPCE_KIT_DIR], variable value[C:\MSTPCE.1.5.1-1009] – [ok][close]. 
12. gpedit.msc (Global Policy Manager) – Computer Configuration – Windows Settings – Security Settings – Account Policies – Password Policy – Password must meet complexity requirements – disable – Maximum Password age – change from 42 to 0 which means your password never expires.

13.  Enable autologon,Run control userpasswords2,Uncheck the "Users must enter a user name and password to use this computer" ,press Ctrl+Shift+A,input user Name,Password

14. Personal Settings – Screen Saver – Screen Save – (none).

15. Edit c:\windows\system32\drivers\etc\hosts, add one line as below “192.168.0.80
tpce-dtn” on “tpce-client-1” and “192.168.0.81
tpce-dtn” on “tpce-client-2”, then save it.
· Install Microsoft SQL Server 2008 RC0

1. Put “Microsoft SQL Server 2008 RC0” DVD into the disc drive.

2. Firstly, installer will request to install .Net 3.5 and windows installer 4.5.

3. Follow instruction to set each step.

4. In the component selection, choose “Client Connectivity” and “Management Studio”

· Install BenchCraft
1. Navigate to “C:\MSTPCE.1.5.1-1008\BenchCraft”, double click “BenchcraftSetup.msi” ,choose “Benchcraft Slave” only.

2. Navigate to “C:\MSTPCE.1.5.1-1008\VS_Modules” and run “vcredist_x86.exe”.

