Storage Configuration
Documentation on how to configure the RAID can be obtained  online:  
RAID Configuration
MegaRAID SAS 8888 ELP: Installation  

http://www.lsi.com/files/docs/techdocs/storage_stand_prod/sas/mr_sas_ug.pdf  

MegaRAID SAS 8888 ELP: Configuration  

http://www.lsi.com/files/docs/techdocs/storage_stand_prod/sas/mr_sas_sw_ug.pdf  

Storage Enclosuer Configuration

Documentation on how to configure the SA2120 JBOD can be obtained in suportingfiles :

SANbloc S50 JBOD: Installation

http://download.adaptec.com/pdfs/quick_start_guides/sanbloc_S50_jbod_qsg.pdf
SANbloc S50 JBOD: Configuration

http://download.adaptec.com/pdfs/user_guides/sanbloc_S50_jbod_ug.pdf
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Figure 1-2.  SANbloc S50 JBOD cascaded cabling diagram
Start the MegaRAID Storage Manager on the NF520D2 and discover all the devices. In MegaRAID Storage Manager do the following:

1. Double click the MegaRAID Storage Manager icon.

2. Create one 12-driver(146GB) RAID-10 arrays for database log. Twenty-eight 12-drive(73GB) RAID-5 arrays for the database data.
3. The RAID-5 arrays configuration:

cache I/O [direct],     Write Policy [ write through ], strip size [ 64KB ]
4. The RAID-10 arrays configuration:

cache I/O [direct],     Write Policy [ write through ], strip size [ 64KB ]
