
 

 

 
 
 

Hewlett-Packard  HP ProLiant DL760-G2 8P TPC-C Rev. 5.0 

Company C/S with 8 HP ProLiant DL360-G2 Report Date: Dec 6, 2002 

Total System Cost TPC-C Throughput Price/Performance Availability Date 

$884,216 115,025.75 $7.69 May 30, 2003* 
*All Hardware Available Now 

Processors Database 
Manager 

Operating System Other Software Number of 
Users 

8 Intel Xeon MP  

2.0 GHz – Server 

16 x Pentium III 
1.4GHz – Client 

Microsoft SQL 
Server 2000 

Enterprise Edition 
SP3 QFE 

Microsoft Windows 
Server 2003, 

Datacenter Edition  

Microsoft Visual C++ 
Microsoft COM+ 

92000 

                                                                 

 

 

                                                                              

          

 

                                            *64 GB memory available to OS and  

                                                            16GB RAID memory  
 Server Each Client 

System Components Quantity Description Quantity Description 
Processor 8 2GHz Xeon MP w/ 

2MB Cache 
2 1.4GHz Pentium III 

 w/ 256K cache 
Memory 40 2 GB  2 1GB 
Disk Controllers 9 

 
1 

SMART 5304/128 
Array Controller 
Integrated SMART 5i  

1 Integrated SMART 5i 
Controller 

Disk Drives    1  
448 
18 

18GB 10K SCSI Drive 
18GB 15K SCSI Drive 
36GB 15K SCSI Drives 

1 18GB 10K SCSI 
Drive 

Total Storage  8198.66 GB  18 GB 
Tape Drives 1 12/24 GB DAT   
Notes: This result was found to have an Insignificant Deviation from the TPC-C specification in that it was not considered 
“orderable” at the time of publication. It is now fully orderable. No changes to the Full Disclosure Report were required. 

3 HP Rack 9142 containing: 32X 4314R 
StorageWorks Enclosure with 14X 18.2 
GB 15K Drives each and 2X 4314R 
StorageWorks Enclosure with 9X 36.4 
GB 15K Drives each 

ProLiant DL760 G2 w/ 
80GB RAM **, 9 SMART 
5304 RAID Controllers,  1X 
18 GB 10K drive internal 
and 1 QLogic QLA-2352 

8 ProLiant DL360R-G2 each with 2x1.4Ghz, 1x18GB 
10K drive internal and 1xQLogic QLA-2350 

1X 16 Port QLogic 
F/C Switch  

4 RTEs simulating 92000 users 



 

 



 

 

Numerical Quantities Summary 
MQTH, Computed Maximum Qualified Throughput   115025.75 tpmC 
 

Response Times (in seconds) Average 90% Maximum 
New-Order 0.35 0.63 325.98 
Payment 0.30 0.58 125.99 
Order-Status 0.31 0.59 48.97 
Delivery (interactive portion) 0.11 0.11 27.23 
Delivery (deferred portion) 0.16 0.21 2.36 
Stock-Level 0.66 1.06 49.95 
Menu 0.11 0.11 55.89 

Transaction Mix, in percent of total transaction 
New-Order 44.92% 
Payment 43.05% 
Order-Status 4.00% 
Delivery 4.01% 
Stock-Level 4.01% 

Emulation Delay (in seconds) Resp.Time Menu 
New-Order 0.10 0.10 
Payment 0.10 0.10 
Order-Status 0.10 0.10 
Delivery (interactive) 0.10 0.10 
Stock-Level 0.10 0.10 

Keying/Think Times (in seconds) Min. Average Max. 
New-Order 18.00/0.00 18.02/12.06 18.04/120.62 
Payment 3.00/0.00 3.02/12.07 3.04/120.62 
Order-Status 2.00/0.00 2.02/10.06 2.04/100.62 
Delivery (interactive) 2.00/0.00 2.02/5.07 2.05/50.61 
Stock-Level 2.00/0.00 2.02/5.06 2.04/50.61 

Test Duration  

Ramp-up time 36 minutes 
Measurement interval 120 minutes 
Transactions (all types) completed during measurement interval 30,724,787 
Ramp down time 30 minutes 

Checkpointing 
 

Number of checkpoints 4 
Checkpoint interval 30 minutes 

 


