
 

 Configuration of Disk Arrays using HP Array Configuration Utility (ACU)  

For HP SmartArray Raid Controllers  

The P421 controllers each have 2 SAS ports. Both ports are connected to a single D2700 

disk enclosure. Each enclosure is populated with 8 X 400GB SSDs, and 12 X 500GB 

magnetic drives for backup.  The magnetic drives were not used during the performance 

run.  The D2700 is shown below.  This configuration is used for each of the four P421 

adapters. 

 

 

 
Rear Panel components 

1. Power Supply 1 6. Fan 2 

2. Power Supply 2 7. Rear UID push button 

3. Fan 1 8. Enclosure LEDs 

4. I/O Module A 9. Power on/standby button 

5. I/O Module B   
 



 The 6 x 300 GB SAS log disks were on the internal bay slot 3 to 8 and connected to the 

HP P420i controller. The OS 

disks 2 x 146 GB  SFF SAS 

are also on the internal bay 

in slot 1 and 2.The Array 

Configuration Utility is then 

run to configure the RAID 

levels, logical drives, etc.  

Select a controller from the left 

hand drop down list, click 

“Clear Configuration” from the 

right hand pane, the physical 

disks in the array will show. 

Click “save”, then click 

“Create Array” Select the 

Array just created from the 

middle pane, then click 

“Create Logical Drive” in the 

right hand pane.  

There are two options under 

Show window: Physical 

View and Logical View. The 

Physical View shows all 

drives with no logical 

information. The Logical 

View shows the logical 

drives information if there is 

one. 

Some of the pictures shown 

here are meant to illustrate 

the how-to and not the exact 

size. For exact partition size, 

please refer to the FDR. 

 

 



Click “Save” on right 

hand pane.  

Repeat the steps for 

the remaining disk 

controllers.  Note 

that array accelerator 

(cache settings) are 

OFF for both the log 

and data logical 

volumes.  

 
 

 

 

 

 


