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Performance Disk Driver Configuration

Select Update Driver Software




Browse to directory containing Non-miniport Driver Select “Let me
pick...”
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<% Search automatically for updated driver software
Windows will search your computer and the Internet for the latest driver software for your
device, unless you've disabled this feature in your device installation settings.

., Browse my computer for driver software
Locate and install driver software manualy.
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# Update Driver Software - Smart Array P411
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Browse for driver software on your computer

Search for driver software in this location:

w fold
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=% Let me pick from a list of device drivers on my computer

This list will show installed driver software compatble with the device, and all driver sofware in
the same categary as the device.
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Select the device driver you want to install for this hardware.

Select the manufacturer and model of your hardware device and then click Next. If you have a
disk that contains the driver you want to install, click Have Disk.
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Click “Have Disk”



. Locate File

o% "m0
e A || Date mocified  [<[Type ||
. symbols 11/18/20099:31... File folder
t}hpqusb 11f18/2003 7:49... Setup Information
. 4t | hpgcissd 11/13/2009 7:49...  Setup Information
o VB
[ (r—— A o ]
Fesdtwe:  [Gaws rfommentr = &/

| pata

- 4 intelide
L. intelppm
1. ioatdma
1 TPBusEnum

s E

(value not set)
ORD 0x00000002 (2)
ORD 0x00000002 (2)

m@mﬁmcuymmi\smmm'

Navigate to .inf file. Select .inf file .
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Click “Next”
Driver Installed.

NOTE: This driver was NOT installed on the P410i controller that
was attached to the database log array. The Windows 2008 Server
StorPort driver was used for that array.

After this driver was installed on the 4 disk controllers, the file
PerfDriver.reg was executed followed by a reboot.

The driver can run the Smart Array controller in two modes, Interrupt
mode (normal operation) where each 10 completion interrupts the
server, and Complete On Submit mode, where the completion of one
10 is checked when another 10 is submitted. This is the mode the DB
disks were run in during the performance run.

PerfDriver.reg was used to set the CompletionMode to 2, indicating
Complete On Submit Mode (COS) and the CosTimerRate, initially
set to 2 (ms). This parameter is the # of milliseconds that will wait
without a submission request to trigger a check for 1O completion.



Note that during a normal benchmark run with high 10 performance
rates, this timer should never be trigger, only perhaps at the very
beginning and very end of the run, when 10 rates are very low.



