Hardware Setup

This document will outline the steps taken to configure the hardware.

OS Installation
OS Installation is documented in the SupportingFiless\Introduction\SWSetup\OSSetup.

10 Card Setup

All the slots are occupied by HP SA P411 controllers.

Physical Disk Connections

Each P411 card has two ports, and each port was daisy chained to an MSA70 Storage Array. Each
of those was in turn daisy-chained to another MSA70, for a total of 2 each on each of the two
ports, or 4 in total. The P411-MSA70 cables can only be plugged in one way, as well as the short
cable between the two arrays. No other connections were made to the MSA70’s except for power.

The P410i was connected via a single SCSI cable to an internal storage array. The array contained 4 x
300GB 2.5 disks, and 2 x 72GB 2.5” disks.

Software configuration for all the disks is outlined in .\HWSetup\DiskConfig of the
SupportingFiles directory.

NIC Connections

1 of the two NICS (the one in Card Cage 0) was routed to a single HP Procurve 2510-48 Switch. The other NIC
was attached to two separate networks, and was only for Terminal Server access.



Client Hardware Setup

The 2 Clients required no special hardware setup. They were delivered with 1 x 4-core processors, 2 gb of
memory, an internal DVD drive, and 2 integrated 1 Gbps NICS and two extra HP 360T dual port are installed in
each client. We used 4 x 72GB 10K SFF SAS drives in each client.

A standard clean install of Windows 2008 Server (Standard Edition) was done on each box from CD. After
bringup and renaming of the server, the NICS were configured. Both were attached to the same Procurve 2510-
48 Switch. One of the Integrated NICS was configured with a hard coded address. This was used for data base
traffic, and the other NIC was left configured at the default, and was used for Terminal Server access and access
by the driver systems during the benchmark runs.



