 ========System Chassis Details=============
[bookmark: _GoBack]# dmidecode 3.2
Getting SMBIOS data from sysfs.
SMBIOS 3.2.1 present.
# SMBIOS implementations newer than version 3.2.0 are not
# fully supported by this version of dmidecode.

Handle 0x0003, DMI type 3, 25 bytes
Chassis Information
	Manufacturer: Cisco Systems Inc
	Type: Rack Mount Chassis
	Lock: Not Present
	Version: 68-6070-03
	Serial Number: FCH2213W00S
	Asset Tag: Unknown
	Boot-up State: Safe
	Power Supply State: Safe
	Thermal State: Safe
	Security Status: None
	OEM Information: 0x00018755
	Height: 4 U
	Number Of Power Cords: 4
	Contained Elements: 1
		Server Blade (0-4)
	SKU Number:  

************************************************************
 ========BIOS  Details=========================
# dmidecode 3.2
Getting SMBIOS data from sysfs.
SMBIOS 3.2.1 present.
# SMBIOS implementations newer than version 3.2.0 are not
# fully supported by this version of dmidecode.

Handle 0x0000, DMI type 0, 26 bytes
BIOS Information
	Vendor: Cisco Systems, Inc.
	Version: C480M5.4.0.4g.0.0712190013
	Release Date: 07/12/2019
	Address: 0xF0000
	Runtime Size: 64 kB
	ROM Size: 32 MB
	Characteristics:
		PCI is supported
		BIOS is upgradeable
		BIOS shadowing is allowed
		Boot from CD is supported
		Selectable boot is supported
		EDD is supported
		5.25"/1.2 MB floppy services are supported (int 13h)
		3.5"/720 kB floppy services are supported (int 13h)
		3.5"/2.88 MB floppy services are supported (int 13h)
		Serial services are supported (int 14h)
		ACPI is supported
		USB legacy is supported
		BIOS boot specification is supported
		Targeted content distribution is supported
		UEFI is supported
	BIOS Revision: 5.14

************************************************************
 ========Processor  Details (brief)===========================
Architecture:        x86_64
CPU op-mode(s):      32-bit, 64-bit
Byte Order:          Little Endian
CPU(s):              224
On-line CPU(s) list: 0-223
Thread(s) per core:  2
Core(s) per socket:  28
Socket(s):           4
NUMA node(s):        4
Vendor ID:           GenuineIntel
CPU family:          6
Model:               85
Model name:          Intel(R) Xeon(R) Platinum 8280M CPU @ 2.70GHz
Stepping:            6
CPU MHz:             3300.000
CPU max MHz:         4000.0000
CPU min MHz:         1000.0000
BogoMIPS:            5400.00
Virtualization:      VT-x
L1d cache:           32K
L1i cache:           32K
L2 cache:            1024K
L3 cache:            39424K
NUMA node0 CPU(s):   0-27,112-139
NUMA node1 CPU(s):   28-55,140-167
NUMA node2 CPU(s):   56-83,168-195
NUMA node3 CPU(s):   84-111,196-223
Flags:               fpu vme de pse tsc msr pae mce cx8 apic sep mtrr pge mca cmov pat pse36 clflush dts acpi mmx fxsr sse sse2 ss ht tm pbe syscall nx pdpe1gb rdtscp lm constant_tsc art arch_perfmon pebs bts rep_good nopl xtopology nonstop_tsc cpuid aperfmperf pni pclmulqdq dtes64 monitor ds_cpl vmx smx est tm2 ssse3 sdbg fma cx16 xtpr pdcm pcid dca sse4_1 sse4_2 x2apic movbe popcnt tsc_deadline_timer aes xsave avx f16c rdrand lahf_lm abm 3dnowprefetch cpuid_fault epb cat_l3 cdp_l3 invpcid_single intel_ppin ssbd mba ibrs ibpb stibp ibrs_enhanced tpr_shadow vnmi flexpriority ept vpid fsgsbase tsc_adjust bmi1 hle avx2 smep bmi2 erms invpcid rtm cqm mpx rdt_a avx512f avx512dq rdseed adx smap clflushopt clwb intel_pt avx512cd avx512bw avx512vl xsaveopt xsavec xgetbv1 xsaves cqm_llc cqm_occup_llc cqm_mbm_total cqm_mbm_local dtherm ida arat pln pts hwp hwp_act_window hwp_epp hwp_pkg_req pku ospke avx512_vnni flush_l1d arch_capabilities
 ========Each Socket Details=============================
# dmidecode 3.2
Getting SMBIOS data from sysfs.
SMBIOS 3.2.1 present.
# SMBIOS implementations newer than version 3.2.0 are not
# fully supported by this version of dmidecode.

Handle 0x006C, DMI type 4, 48 bytes
Processor Information
	Socket Designation: CPU1
	Type: Central Processor
	Family: Xeon
	Manufacturer: Intel(R) Corporation
	ID: 56 06 05 00 FF FB EB BF
	Signature: Type 0, Family 6, Model 85, Stepping 6
	Flags:
		FPU (Floating-point unit on-chip)
		VME (Virtual mode extension)
		DE (Debugging extension)
		PSE (Page size extension)
		TSC (Time stamp counter)
		MSR (Model specific registers)
		PAE (Physical address extension)
		MCE (Machine check exception)
		CX8 (CMPXCHG8 instruction supported)
		APIC (On-chip APIC hardware supported)
		SEP (Fast system call)
		MTRR (Memory type range registers)
		PGE (Page global enable)
		MCA (Machine check architecture)
		CMOV (Conditional move instruction supported)
		PAT (Page attribute table)
		PSE-36 (36-bit page size extension)
		CLFSH (CLFLUSH instruction supported)
		DS (Debug store)
		ACPI (ACPI supported)
		MMX (MMX technology supported)
		FXSR (FXSAVE and FXSTOR instructions supported)
		SSE (Streaming SIMD extensions)
		SSE2 (Streaming SIMD extensions 2)
		SS (Self-snoop)
		HTT (Multi-threading)
		TM (Thermal monitor supported)
		PBE (Pending break enabled)
	Version: Intel(R) Xeon(R) Platinum 8280M CPU @ 2.70GHz
	Voltage: 1.6 V
	External Clock: 100 MHz
	Max Speed: 4000 MHz
	Current Speed: 2700 MHz
	Status: Populated, Enabled
	Upgrade: Socket LGA3647-1
	L1 Cache Handle: 0x0069
	L2 Cache Handle: 0x006A
	L3 Cache Handle: 0x006B
	Serial Number: Not Specified
	Asset Tag: UNKNOWN
	Part Number: Not Specified
	Core Count: 28
	Core Enabled: 28
	Thread Count: 56
	Characteristics:
		64-bit capable
		Multi-Core
		Hardware Thread
		Execute Protection
		Enhanced Virtualization
		Power/Performance Control

Handle 0x0070, DMI type 4, 48 bytes
Processor Information
	Socket Designation: CPU2
	Type: Central Processor
	Family: Xeon
	Manufacturer: Intel(R) Corporation
	ID: 56 06 05 00 FF FB EB BF
	Signature: Type 0, Family 6, Model 85, Stepping 6
	Flags:
		FPU (Floating-point unit on-chip)
		VME (Virtual mode extension)
		DE (Debugging extension)
		PSE (Page size extension)
		TSC (Time stamp counter)
		MSR (Model specific registers)
		PAE (Physical address extension)
		MCE (Machine check exception)
		CX8 (CMPXCHG8 instruction supported)
		APIC (On-chip APIC hardware supported)
		SEP (Fast system call)
		MTRR (Memory type range registers)
		PGE (Page global enable)
		MCA (Machine check architecture)
		CMOV (Conditional move instruction supported)
		PAT (Page attribute table)
		PSE-36 (36-bit page size extension)
		CLFSH (CLFLUSH instruction supported)
		DS (Debug store)
		ACPI (ACPI supported)
		MMX (MMX technology supported)
		FXSR (FXSAVE and FXSTOR instructions supported)
		SSE (Streaming SIMD extensions)
		SSE2 (Streaming SIMD extensions 2)
		SS (Self-snoop)
		HTT (Multi-threading)
		TM (Thermal monitor supported)
		PBE (Pending break enabled)
	Version: Intel(R) Xeon(R) Platinum 8280M CPU @ 2.70GHz
	Voltage: 1.6 V
	External Clock: 100 MHz
	Max Speed: 4000 MHz
	Current Speed: 2700 MHz
	Status: Populated, Enabled
	Upgrade: Socket LGA3647-1
	L1 Cache Handle: 0x006D
	L2 Cache Handle: 0x006E
	L3 Cache Handle: 0x006F
	Serial Number: Not Specified
	Asset Tag: UNKNOWN
	Part Number: Not Specified
	Core Count: 28
	Core Enabled: 28
	Thread Count: 56
	Characteristics:
		64-bit capable
		Multi-Core
		Hardware Thread
		Execute Protection
		Enhanced Virtualization
		Power/Performance Control

Handle 0x0074, DMI type 4, 48 bytes
Processor Information
	Socket Designation: CPU3
	Type: Central Processor
	Family: Xeon
	Manufacturer: Intel(R) Corporation
	ID: 56 06 05 00 FF FB EB BF
	Signature: Type 0, Family 6, Model 85, Stepping 6
	Flags:
		FPU (Floating-point unit on-chip)
		VME (Virtual mode extension)
		DE (Debugging extension)
		PSE (Page size extension)
		TSC (Time stamp counter)
		MSR (Model specific registers)
		PAE (Physical address extension)
		MCE (Machine check exception)
		CX8 (CMPXCHG8 instruction supported)
		APIC (On-chip APIC hardware supported)
		SEP (Fast system call)
		MTRR (Memory type range registers)
		PGE (Page global enable)
		MCA (Machine check architecture)
		CMOV (Conditional move instruction supported)
		PAT (Page attribute table)
		PSE-36 (36-bit page size extension)
		CLFSH (CLFLUSH instruction supported)
		DS (Debug store)
		ACPI (ACPI supported)
		MMX (MMX technology supported)
		FXSR (FXSAVE and FXSTOR instructions supported)
		SSE (Streaming SIMD extensions)
		SSE2 (Streaming SIMD extensions 2)
		SS (Self-snoop)
		HTT (Multi-threading)
		TM (Thermal monitor supported)
		PBE (Pending break enabled)
	Version: Intel(R) Xeon(R) Platinum 8280M CPU @ 2.70GHz
	Voltage: 1.6 V
	External Clock: 100 MHz
	Max Speed: 4000 MHz
	Current Speed: 2700 MHz
	Status: Populated, Enabled
	Upgrade: Socket LGA3647-1
	L1 Cache Handle: 0x0071
	L2 Cache Handle: 0x0072
	L3 Cache Handle: 0x0073
	Serial Number: Not Specified
	Asset Tag: UNKNOWN
	Part Number: Not Specified
	Core Count: 28
	Core Enabled: 28
	Thread Count: 56
	Characteristics:
		64-bit capable
		Multi-Core
		Hardware Thread
		Execute Protection
		Enhanced Virtualization
		Power/Performance Control

Handle 0x0078, DMI type 4, 48 bytes
Processor Information
	Socket Designation: CPU4
	Type: Central Processor
	Family: Xeon
	Manufacturer: Intel(R) Corporation
	ID: 56 06 05 00 FF FB EB BF
	Signature: Type 0, Family 6, Model 85, Stepping 6
	Flags:
		FPU (Floating-point unit on-chip)
		VME (Virtual mode extension)
		DE (Debugging extension)
		PSE (Page size extension)
		TSC (Time stamp counter)
		MSR (Model specific registers)
		PAE (Physical address extension)
		MCE (Machine check exception)
		CX8 (CMPXCHG8 instruction supported)
		APIC (On-chip APIC hardware supported)
		SEP (Fast system call)
		MTRR (Memory type range registers)
		PGE (Page global enable)
		MCA (Machine check architecture)
		CMOV (Conditional move instruction supported)
		PAT (Page attribute table)
		PSE-36 (36-bit page size extension)
		CLFSH (CLFLUSH instruction supported)
		DS (Debug store)
		ACPI (ACPI supported)
		MMX (MMX technology supported)
		FXSR (FXSAVE and FXSTOR instructions supported)
		SSE (Streaming SIMD extensions)
		SSE2 (Streaming SIMD extensions 2)
		SS (Self-snoop)
		HTT (Multi-threading)
		TM (Thermal monitor supported)
		PBE (Pending break enabled)
	Version: Intel(R) Xeon(R) Platinum 8280M CPU @ 2.70GHz
	Voltage: 1.6 V
	External Clock: 100 MHz
	Max Speed: 4000 MHz
	Current Speed: 2700 MHz
	Status: Populated, Enabled
	Upgrade: Socket LGA3647-1
	L1 Cache Handle: 0x0075
	L2 Cache Handle: 0x0076
	L3 Cache Handle: 0x0077
	Serial Number: Not Specified
	Asset Tag: UNKNOWN
	Part Number: Not Specified
	Core Count: 28
	Core Enabled: 28
	Thread Count: 56
	Characteristics:
		64-bit capable
		Multi-Core
		Hardware Thread
		Execute Protection
		Enhanced Virtualization
		Power/Performance Control

************************************************************
 ========Memory  Details  (in brief, numbers in GB) ========================
              total        used        free      shared  buff/cache   available
Mem:           6046        5517         524           0           4         512
Swap:          1535           0        1535
 ========Each Memory DIMM  Details========================
# dmidecode 3.2
Getting SMBIOS data from sysfs.
SMBIOS 3.2.1 present.
# SMBIOS implementations newer than version 3.2.0 are not
# fully supported by this version of dmidecode.

Handle 0x0033, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM A1
	Bank Locator: NODE 1
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 036C94F3
	Asset Tag: CPU MOD1 DIMM A1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0034, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM A2
	Bank Locator: NODE 1
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 036C9552
	Asset Tag: CPU MOD1 DIMM A2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0035, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM B1
	Bank Locator: NODE 1
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 036C953B
	Asset Tag: CPU MOD1 DIMM B1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0036, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM B2
	Bank Locator: NODE 1
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 036C94DD
	Asset Tag: CPU MOD1 DIMM B2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0037, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM C1
	Bank Locator: NODE 1
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 036C94F0
	Asset Tag: CPU MOD1 DIMM C1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0038, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM C2
	Bank Locator: NODE 1
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 036C9538
	Asset Tag: CPU MOD1 DIMM C2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0039, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM D1
	Bank Locator: NODE 2
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 036C94E2
	Asset Tag: CPU MOD1 DIMM D1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x003A, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM D2
	Bank Locator: NODE 2
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 036C94B2
	Asset Tag: CPU MOD1 DIMM D2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x003B, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM E1
	Bank Locator: NODE 2
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 034A1BFD
	Asset Tag: CPU MOD1 DIMM E1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x003C, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM E2
	Bank Locator: NODE 2
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 036C9514
	Asset Tag: CPU MOD1 DIMM E2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x003D, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM F1
	Bank Locator: NODE 2
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 034A1C38
	Asset Tag: CPU MOD1 DIMM F1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x003E, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM F2
	Bank Locator: NODE 2
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 034A1C73
	Asset Tag: CPU MOD1 DIMM F2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x003F, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM G1
	Bank Locator: NODE 3
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 034A1C1E
	Asset Tag: CPU MOD1 DIMM G1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0040, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM G2
	Bank Locator: NODE 3
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 034A1C40
	Asset Tag: CPU MOD1 DIMM G2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0041, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM H1
	Bank Locator: NODE 3
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 034A1C34
	Asset Tag: CPU MOD1 DIMM H1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0042, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM H2
	Bank Locator: NODE 3
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 034A1BF9
	Asset Tag: CPU MOD1 DIMM H2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0043, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM J1
	Bank Locator: NODE 3
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 034A1C42
	Asset Tag: CPU MOD1 DIMM J1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0044, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM J2
	Bank Locator: NODE 3
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 034A1BE8
	Asset Tag: CPU MOD1 DIMM J2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0045, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM K1
	Bank Locator: NODE 4
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 034A1C46
	Asset Tag: CPU MOD1 DIMM K1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0046, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM K2
	Bank Locator: NODE 4
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 034A1C67
	Asset Tag: CPU MOD1 DIMM K2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0047, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM L1
	Bank Locator: NODE 4
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 036C94BC
	Asset Tag: CPU MOD1 DIMM L1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0048, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM L2
	Bank Locator: NODE 4
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 034A1BFC
	Asset Tag: CPU MOD1 DIMM L2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0049, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM M1
	Bank Locator: NODE 4
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 036C9550
	Asset Tag: CPU MOD1 DIMM M1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x004A, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD1 DIMM M2
	Bank Locator: NODE 4
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 036C9507
	Asset Tag: CPU MOD1 DIMM M2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x004B, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM A1
	Bank Locator: NODE 5
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BAB4
	Asset Tag: CPU MOD2 DIMM A1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x004C, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM A2
	Bank Locator: NODE 5
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BA5C
	Asset Tag: CPU MOD2 DIMM A2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x004D, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM B1
	Bank Locator: NODE 5
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BACD
	Asset Tag: CPU MOD2 DIMM B1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x004E, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM B2
	Bank Locator: NODE 5
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BA49
	Asset Tag: CPU MOD2 DIMM B2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x004F, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM C1
	Bank Locator: NODE 5
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BA7C
	Asset Tag: CPU MOD2 DIMM C1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0050, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM C2
	Bank Locator: NODE 5
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BAB1
	Asset Tag: CPU MOD2 DIMM C2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0051, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM D1
	Bank Locator: NODE 6
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BA45
	Asset Tag: CPU MOD2 DIMM D1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0052, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM D2
	Bank Locator: NODE 6
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BAA7
	Asset Tag: CPU MOD2 DIMM D2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0053, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM E1
	Bank Locator: NODE 6
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BA50
	Asset Tag: CPU MOD2 DIMM E1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0054, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM E2
	Bank Locator: NODE 6
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0367FC8E
	Asset Tag: CPU MOD2 DIMM E2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0055, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM F1
	Bank Locator: NODE 6
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BAB2
	Asset Tag: CPU MOD2 DIMM F1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0056, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM F2
	Bank Locator: NODE 6
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BAEF
	Asset Tag: CPU MOD2 DIMM F2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0057, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM G1
	Bank Locator: NODE 7
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BA7E
	Asset Tag: CPU MOD2 DIMM G1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0058, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM G2
	Bank Locator: NODE 7
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BA63
	Asset Tag: CPU MOD2 DIMM G2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0059, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM H1
	Bank Locator: NODE 7
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BA71
	Asset Tag: CPU MOD2 DIMM H1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x005A, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM H2
	Bank Locator: NODE 7
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BAD6
	Asset Tag: CPU MOD2 DIMM H2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x005B, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM J1
	Bank Locator: NODE 7
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BA70
	Asset Tag: CPU MOD2 DIMM J1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x005C, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM J2
	Bank Locator: NODE 7
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BAFD
	Asset Tag: CPU MOD2 DIMM J2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x005D, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM K1
	Bank Locator: NODE 8
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BAF0
	Asset Tag: CPU MOD2 DIMM K1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x005E, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM K2
	Bank Locator: NODE 8
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BAFC
	Asset Tag: CPU MOD2 DIMM K2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x005F, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM L1
	Bank Locator: NODE 8
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0367FC81
	Asset Tag: CPU MOD2 DIMM L1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0060, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM L2
	Bank Locator: NODE 8
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BACE
	Asset Tag: CPU MOD2 DIMM L2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0061, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM M1
	Bank Locator: NODE 8
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BAF1
	Asset Tag: CPU MOD2 DIMM M1_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

Handle 0x0062, DMI type 17, 40 bytes
Memory Device
	Array Handle: 0x0032
	Error Information Handle: Not Provided
	Total Width: 72 bits
	Data Width: 64 bits
	Size: 128 GB
	Form Factor: DIMM
	Set: None
	Locator: CPU MOD2 DIMM M2
	Bank Locator: NODE 8
	Type: DDR4
	Type Detail: Synchronous
	Speed: 2933 MT/s
	Manufacturer: 0xCE00
	Serial Number: 0339BAF9
	Asset Tag: CPU MOD2 DIMM M2_AssetTag
	Part Number: M386AAG40MMB-CVF    
	Rank: 4
	Configured Memory Speed: 2934 MT/s
	Minimum Voltage: 1.2 V
	Maximum Voltage: 1.2 V
	Configured Voltage: 1.2 V

************************************************************
 ========Storage Devices & Mount Point  Details=============
NAME          MAJ:MIN RM  SIZE RO TYPE MOUNTPOINT
sda             8:0    0  500G  0 disk 
├─sda1          8:1    0    5G  0 part /boot
└─sda2          8:2    0  490G  0 part 
  ├─rhel-root 253:0    0  350G  0 lvm  /
  └─rhel-home 253:1    0  140G  0 lvm  /home
sdb             8:16   0  1.5T  0 disk 
└─sdb1          8:17   0  1.5T  0 part [SWAP]
sdc             8:32   0   14T  0 disk 
└─sdc1          8:33   0 12.8T  0 part /sqlbkp
sdd             8:48   0  6.5T  0 disk 
└─sdd1          8:49   0  5.5T  0 part /sqllog
nvme2n1       259:0    0  3.7T  0 disk 
└─nvme2n1p1   259:1    0  3.7T  0 part /CPU1_NVMe2_TempdbDATA1
nvme3n1       259:2    0  3.7T  0 disk 
└─nvme3n1p1   259:3    0  3.7T  0 part /CPU2_NVMe3_TempdbDATA2
nvme11n1      259:4    0  3.7T  0 disk 
└─nvme11n1p1  259:6    0  3.7T  0 part /CPU4_NVMe11_TempdbDATA4
nvme8n1       259:5    0  3.7T  0 disk 
└─nvme8n1p1   259:7    0  3.7T  0 part /CPU3_NVMe8_TempdbDATA3
nvme0n1       259:8    0  2.9T  0 disk 
└─nvme0n1p1   259:9    0  2.9T  0 part /CPU1_NVMe0_DATA1
nvme10n1      259:10   0  2.9T  0 disk 
└─nvme10n1p1  259:15   0  2.9T  0 part /CPU4_NVMe10_DATA8
nvme9n1       259:11   0  2.9T  0 disk 
└─nvme9n1p1   259:16   0  2.9T  0 part /CPU4_NVMe9_DATA7
nvme5n1       259:12   0  2.9T  0 disk 
└─nvme5n1p1   259:19   0  2.9T  0 part /CPU2_NVMe5_DATA4
nvme4n1       259:13   0  2.9T  0 disk 
└─nvme4n1p1   259:18   0  2.9T  0 part /CPU2_NVMe4_DATA3
nvme6n1       259:14   0  2.9T  0 disk 
└─nvme6n1p1   259:21   0  2.9T  0 part /CPU3_NVMe6_DATA5
nvme1n1       259:17   0  2.9T  0 disk 
└─nvme1n1p1   259:22   0  2.9T  0 part /CPU1_NVMe1_DATA2
nvme7n1       259:20   0  2.9T  0 disk 
└─nvme7n1p1   259:23   0  2.9T  0 part /CPU3_NVMe7_DATA6
 ========Storage Devices conneccted through Ciso RAID CONTROLLER =====================
[0:2:0:0]    disk    Cisco    UCSC-RAID12GP-4G 5.08  /dev/sda 
[0:2:1:0]    disk    Cisco    UCSC-RAID12GP-4G 5.08  /dev/sdb 
[0:2:2:0]    disk    Cisco    UCSC-RAID12GP-4G 5.08  /dev/sdc 
[0:2:3:0]    disk    Cisco    UCSC-RAID12GP-4G 5.08  /dev/sdd 
 ========NVMe disk list ======================
Node             SN                   Model                                    Namespace Usage                      Format           FW Rev  
---------------- -------------------- ---------------------------------------- --------- -------------------------- ---------------- --------
/dev/nvme0n1     CJH002000881         HUSMR7632BHP301                          1           3.20  TB /   3.20  TB      4 KiB +  0 B   KNCCD101
/dev/nvme10n1    CJH002000142         HUSMR7632BHP301                          1           3.20  TB /   3.20  TB      4 KiB +  0 B   KNCCD101
/dev/nvme11n1    PHLF817402LZ4P0IGN   INTEL SSDPE2KX040T7K                     1           4.00  TB /   4.00  TB    512   B +  0 B   QDV1CP05
/dev/nvme1n1     CJH002000883         HUSMR7632BHP301                          1           3.20  TB /   3.20  TB      4 KiB +  0 B   KNCCD101
/dev/nvme2n1     PHLF821500M94P0IGN   INTEL SSDPE2KX040T7K                     1           4.00  TB /   4.00  TB    512   B +  0 B   QDV1CP05
/dev/nvme3n1     PHLF825300CW4P0IGN   INTEL SSDPE2KX040T7K                     1           4.00  TB /   4.00  TB    512   B +  0 B   QDV1CP05
/dev/nvme4n1     CJH002000877         HUSMR7632BHP301                          1           3.20  TB /   3.20  TB      4 KiB +  0 B   KNCCD101
/dev/nvme5n1     CJH002000134         HUSMR7632BHP301                          1           3.20  TB /   3.20  TB      4 KiB +  0 B   KNCCD101
/dev/nvme6n1     CJH002000867         HUSMR7632BHP301                          1           3.20  TB /   3.20  TB      4 KiB +  0 B   KNCCD101
/dev/nvme7n1     CJH0020000B5         HUSMR7632BHP301                          1           3.20  TB /   3.20  TB      4 KiB +  0 B   KNCCD101
/dev/nvme8n1     PHLF825301X44P0IGN   INTEL SSDPE2KX040T7K                     1           4.00  TB /   4.00  TB    512   B +  0 B   QDV1CP05
/dev/nvme9n1     CJH0020001B7         HUSMR7632BHP301                          1           3.20  TB /   3.20  TB      4 KiB +  0 B   KNCCD101
************************************************************
 ========OS distributor Details =======================
Red Hat Enterprise Linux release 8.0 (Ootpa)
 ========OS Kernel Details =======================
Linux TPCH-30TB 4.18.0-80.el8.x86_64 #1 SMP Wed Mar 13 12:02:46 UTC 2019 x86_64 x86_64 x86_64 GNU/Linux
************************************************************

