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· NUMA Nodes per Socket set to NPS1 
· Determinism Control set to Manual
· Determinism Slider set to Power
· CTDP Control to Manual
· CTDP value set to 280
· Power Package Limit Control set to Manual
· Power Package Limit value to 280
· Preferred IO Manual
· Perferred IO Bus set to  [Datanodes to 0x81; Masternode to 0x1 ]
This is based on the “# lspci -vvv output | grep Mellanox” command output for the IO Bus number to set to.
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	Hosts
	Count
	Roles

	m1-cm1
	1
	HDFS NameNode
ZooKeeper QuorumPeer
MapReduce Resource Manager
Spark History Server

	d[3-16]
	14
	HDFS DataNode
MapReduce NodeManager

	d[1-2]
	2
	HDFS DataNode
MapReduce NodeManager
ZooKeeper QuorumPeer
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	Component
	Version

	Cloudera Manager Agent
	7.1.6

	Cloudera Manager Management Daemons
	7.1.6

	Hadoop
	3.1.1.7.1.6.0-297

	HDFS
	3.1.1.7.1.6.0-297

	MapReduce 2
	3.1.1.7.1.6.0-297

	Spark
	3.1.1.7.1.6.0-297

	YARN
	3.1.1.7.1.6.0-297

	Java 8
	1.8.0_232 (OpenJDK)

	Zookeeper
	3.5.5.7.1.6.0-297
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