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Except the difference in the PHYSICAL DISKS, all nodes are identical in configuration and use the same BIOS settings as shown below.
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4+ B CPU
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[y Processor: AMD EPYC 7542 32-Core Processor
[y Speed: 2900 MHz
) Core: 32
[y Core Active: 32
[ Manufacturer: Advanced Micro Devices, Inc.
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4 B8 DIMM

& m DIMMAL
) Max Capable Speed: 3200 MHz
[y Operating Speed: 3200 MHz
[y Size: 32768 MiB.
[ Serial No: 431B9CAC
[y PartNo: EMAS4GRTCIRAN-XN
) Manufacturer: SK Hynix

4 m DIMMB1
) Max Capable Speed: 3200 MHz
[y Operating Speed: 3200 MHz
[y Size: 32768 MiB.
[y Serial No: 431B9BCA
[y PartNo: EMAS4GRTCIRAN-XN
) Manufacturer: SK Hynix
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4-- ¢ Power Supply

iogpsuL
[y Power Unit Group:1
) Device Name PWS-2K04A-1R
[ Serial No P2K4ACI090T0448
) PartNo PWS-2K04A-1IR
[ Manufacturer SUPERMICRO
) Asset TagN/A
[y Revision'1.1
) Max Porwer Capacity2000 Watts
[y StatusOK.
[y Type:Switching
[y Input Voltage Range Stwitching: Auto-switch
[y UnpluggedNO
) Hot Replaceable:YES
[y PresentYES

i g’ PSU2
[y Power Unit Group2
) Device Name PWS-2K04A-1R
[y Serial No P2K4ACI000T0445
) PartNo PWS-2K04A-1IR
[ Manufacturer SUPERMICRO
) Asset TagN/A
[y Revision'1.1
) Max Porwer Capacity2000 Watts
[y StatusOK.
[y Type:Switching
[y Input Voltage Range Stwitching: Auto-switch
[y UnpluggedNO
) Hot Replaceable:YES
[y PresentYES
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ACPT Settings

NUMA Nodes Per Socket [NPS4]
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CPUL HMemory Information

DIMHAL: Size 32768 MB, Speed 3200 MT/s
DIMHBL: Size 32768 MB, Speed 3200 MT/s
DIMMC1: Size 32768 MB, Speed 3200 MT/s
DIMHDL: Size 32768 MB, Speed 3200 MT/s
DIMMEL: Size 32768 MB, Speed 3200 MT/s
DIMHF1: Size 32768 MB, Speed 3200 MT/s
DIMMGL: Size 32768 MB, Speed 3200 MT/s
DIMHH1: Size 32768 MB, Speed 3200 MT/s
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Memory Configuration

Memary Clack
Memory interleaving
Memary interleaving size
Chipselect Interleaving
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CPU Conf iguration

SMT Control

Core Performance Boost
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CRUL Information

AMD EPYC 7542 32-Care Processor
32 Cores 64 Threads

Running @ 2924 MHz 1500 mV
Frocessor Family: 17h

Frocessor Hadel: 30h-3Fh
Microcode Patch Level: 8301010

cache per Core ——
L1 Instruction Cache: 32 KB/8-uay

L1 Data Cache: 32 KB/8-uay
L2 Cache: 512 KB/8-uay

L3 Cache per Socket: 128 MB/16-uay
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North Bridge Configuration
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FCI Bus Driver Version

PCI Devices Common Settings:
Above 4G Decoding

SR-I0V Support

BME DMA Mitigation

ART Forwarding

PCIe Spread Spectrum

VBA Priority

NvMe Firmuare Source
M.2(RHCI) Firmuare Source

M.2-HC1 CPU PCI-E 4.0 X4 OPROM
M.2-HE2 CPU PCI-E 4.0 ¥4 OPROM
M.2-HC3 CPU PCI-E 4.0 X4 OPROM
M.2-HC4 CPU PCI-E 4.0 ¥4 OPROM
RSC-PR-6-¥2 SLOT1 PCI-E 4.0 X16 OPROM
RSC-P-6-X2 SLOTL PCI-E 4.0 ¥16 OPROM
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Boot Configuration

LEGACY to EFT Support [Disabled

FINED BOOT ORDER Priorities
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Boot Dption #3 [USB Hard Disk
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Boot Dption #3 [UEFT Hard Disk:

Boot Option #10 [UEFT CD/DVD.
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© System

Fitmuare Revision : 03.03 1P Address: 010.216.149.070

Fitmware Buid Time : 07/12/2019 BMC MAC Address: ac:1£6b:at51:11

BIOS Version: T20190710213757 ‘System LAN1 MAC address ‘ac1f6b:c5:al ee
BIOS Build Time: 07/102019 ‘System LAN2 MAC address ‘ac:1f6b:c5:atiel
Redfish Version - 1.0.1 ‘System LAN3 MAC address ‘ac:1f6b-caref 60

CPLD Version: A2.09.00 ‘System LAN4 MAC address ‘ac:f6b-caref61
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@ Hardware Information

“This page displays information for SYSTEM, BIOS, CPU. DIMM, and POWER SUPPLY.

v 8 Computer
i System
[y Manufacturer: Supermicro
[y Product Name: Super Server
[y Serial No.: 0123456789
+- @ BIOS
[y Vendor: American Megatrends Inc.
[ Version: T20190710213757
) Release: 07/102019
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